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mJ Settings: WLAN connection 

T  o  e  v  a  l  u  a  t  e  t  h  e  d  a  t  a  ,  t  h  e  T  h  e  r  m o C a m e  r  a  C o  n  n  e  c  t  c  a  n  b  e  c  o  n  n  e  c  t  e  d  v  i  a  W L A N 
t  o  a  t  e  r  m  i  n  a  l  d  e  v  i  c  e  (  d  e  s  k  t  o  p  P C o  r  m o  b  i  l  e  p  h  o  n  e  )  w  i  t  h  W L A N c  a  p  a  b  i  l  i  t  i  e  s  .  F  o  r  
t  h  i  s  p  u  r  p  o  s  e  f  i  r  s  t  s  e  l  e  c  t  t  h  e  r  e  q  u  i  r  e  d  W L A N S S  I  D o  n  t  h  e  d  e  v  i  c  e  
(  M A C  :  M M M M M M  )  .  M M M M M M c  o  r  r  e  s  p  o  n  d  s  t  o  t  h  e  M A C a  d  d  r  e  s  s  .
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The connec t ion  w i th  the  co r respond ing  SSID i s  then 
se t  up  a t  the  te rm ina l  dev ice .  Wi th  any  modern 
b rowser  the  ThermoCamera  Connec t  makes  the  da ta 
ava i lab le  under  the  IP -address  192 .168 .230 .1  Por t  80 .  
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