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DE100 signal transmitter addresses key market demands, including high 

accuracy, ease of use, and real-time feedback. The intuitive interface allows 

operators to quickly perform complex location tasks with precision, making 

it accessible to both experienced and new users alike. 

Leica DT100 system is integrated with the DE100, a 10-watt signal       

transmitter capable of delivering up to 1A of maximum current, enhancing 

signal transmission along utilities. It features dual output ports, allowing for 

the connection of two accessories simultaneously. The preferred accessory 

can be selected with the press of a single button. 

10 Watt transmitter capable of delivering up to 1A of Current 

High contrast display with comfortable soft-touch keypad 

Capability to alert the user to the presence of hazardous voltages 

Features: 

Dual-output port to connect two accessories simultaneously 

Frequency range from 256Hz to 200kHz 

Battery 8 x LR20 Alkaline – Li-Ion Battery Pack 6400 mAh  

Battery operating time (lithium): 17 hours continuous  

Comes with carry bag, with space to hold accessories (see photo) 

https://shop.leica-geosystems.com/utility-detection/dt-locators/leica-de100-10-watt-transmitter-package/buy
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Technical Specification: 

DE100 Li-Ion Battery for TX  

DE100 10 Watt Transmitter  

DT Series Earth Stake 27.5 cm  

DT Series Earth Stake 48 cm  

In the Box: 

DT Series Crocodile Clamps  

DT Series 8m Ground Ext Spool  

DE100 Alkaline adapter for TX  

DE Series Transmitter Bag  

DE100 Transmitter Li-Ion charger  

DT Series UK Power Cord Adapter-type G  


